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(57) ABSTRACT

A cover assembly for a first electrical switch and a second
electrical switch. The cover assembly includes an alignment
plate configured to be removably coupled to the first electrical
switch. The alignment plate includes a first alignment feature
that receives a portion of the first electrical switch to align the
alignment plate with the first electrical switch, and a second
alignment feature that receives a portion of the second elec-
trical switch to align the alignment plate with the second
electrical switch and to align the second electrical switch with
the first electrical switch. The assembly further includes a
faceplate that is removably coupled to the alignment plate.

20 Claims, 5 Drawing Sheets
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1
COVER ASSEMBLY FOR AN ELECTRICAL
SWITCH

BACKGROUND

The present invention relates to a cover assembly for an
electrical switch.

Electrical switches in homes, office buildings, and the like
are typically attached to a gang box. The gang box is often
attached to a framing member and then the electrical switch is
attached to the gang box. If more than one switch is desired at
a location, then a multiple switches are attached to a multi-
gang box. The electrical switch or switches and the gang box
are covered by a faceplate that provides an aesthetically
pleasing trim and also inhibits access to the switch and wiring
inside the gang box but still allows the user to operate the
switch.

SUMMARY

In one embodiment, the invention provides a cover assem-
bly for a first electrical switch and a second electrical switch.
The cover assembly includes an alignment plate configured to
be removably coupled to the first electrical switch. The align-
ment plate includes a first alignment feature that receives a
portion of the first electrical switch to align the alignment
plate with the first electrical switch, and a second alignment
feature that receives a portion of the second electrical switch
to align the alignment plate with the second electrical switch
and to align the second electrical switch with the first electri-
cal switch. The assembly further includes a faceplate that is
removably coupled to the alignment plate.

In another embodiment, the invention provides an electri-
cal switch and cover assembly that includes a first electrical
switch, a second electrical switch, and an alignment plate
removably coupled to the first electrical switch. The align-
ment plate includes a first alignment feature that receives a
portion of the first electrical switch to align the alignment
plate with the first electrical switch, and a second alignment
feature that receives a portion of the second electrical switch
to align the alignment plate with the second electrical switch
and to align the second electrical switch with the first electri-
cal switch. The assembly further includes a faceplate that is
removably coupled to the alignment plate.

Other aspects of the invention will become apparent by
consideration of the detailed description and accompanying
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of an alignment plate accord-
ing to one embodiment of the invention.

FIG. 2 is a perspective view of the alignment plate of FIG.
1 attached to a faceplate according to one embodiment of the
invention.

FIG. 3 is a perspective view of the alignment plate of FIG.
1 attached to an electrical switch according to one embodi-
ment of the invention.

FIG. 4 is a perspective view of the faceplate of FIG. 2
attached to the alignment plate and the electrical switch of
FIG. 3.

FIG. 5 is a perspective view of two of the alignment plates
of FIG. 1 attached to two electrical switches and a multi-gang
box according to another embodiment of the invention.

FIG. 6 is a perspective view of two of the alignment plates
of FIG. 1 attached to a faceplate for use with the two electrical
switches of FIG. 5.
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FIG. 7 is a perspective view of the faceplate of FIG. 6
attached to the alignment plate and the electrical switches of
FIG. 5.

Before any embodiments of the invention are explained in
detail, it is to be understood that the invention is not limited in
its application to the details of construction and the arrange-
ment of components set forth in the following description or
illustrated in the following drawings. The invention is capable
of other embodiments and of being practiced or of being
carried out in various ways.

DETAILED DESCRIPTION

FIGS. 1 and 2 illustrate an alignment plate 10 and a face-
plate 12. As illustrated in FIGS. 3 and 4, the alignment plate
10 is used to attach the faceplate 12 to an electrical switch 14
and an electrical gang box 16 as will be described in more
detail below.

The alignment plate 10 includes an upper portion 20, a
lower portion 22, and a divider portion 24 that connects the
upper portion 20 to the lower portion 22. A first alignment
feature 28 is formed between the upper portion 20 and the
divider portion 24 on a first side 30 of the divider portion 24
and a second alignment feature 32 is formed between the
lower portion 22 and the divider portion 24 on the first side 30
of the divider portion 24. A third alignment feature 34 is
formed between the upper portion 20 and the divider portion
24 on a second side 36 of the divider portion 24 and a fourth
alignment feature 38 is formed between the lower portion 22
and the divider portion 24 on the second side 36 of the divider
portion 24. The alignment features 28,32 are located on the
first side 30 of the divider portion 24 such that the alignment
features 28,32 open toward a first direction 39 and the align-
ment features 34,38 are located on the second side 36 of the
divider portion 24 such that the alignment features 34,38 open
toward a second direction 40 that is opposite the first direction
39. In the illustrated embodiment, the alignment features 28,
32, 34,38 are recesses, and more specifically, 90-degree angle
notches formed in the alignment plate 10.

The alignment plate 10 further includes an upper attach-
ment aperture 42 that extends through the upper portion 20 of
the alignment plate 10 and a lower attachment aperture 44 that
extends through the lower portion 22 of the alignment plate
10. Each attachment aperture 42,44 includes a relatively large
portion 46 and a relatively small portion 48. The alignment
plate 10 further includes projections 50 used to attach the
faceplate 12 to the alignment plate 10 as will be discussed in
more detail below. In the illustrated embodiment, the align-
ment plate 10 is formed as a single piece from metal, such as
by stamping or the like.

The alignment plate 10 also includes recesses 52 located on
the first side 30 of the divider portion 24. The recesses 52
provide access to the side of the switch 14 when the alignment
plate 10 is attached to the switch 14 as illustrated in FIG. 3, the
purpose of which will be discussed in more detail below.

Referring to FIGS. 2 and 4, the faceplate 12 includes a front
side 54, a back side 56, a top end 58, and a bottom end 60. A
switch aperture 62 extends all the way through the faceplate
12. In the illustrated embodiment, the switch aperture 62 is
substantially rectangular but in other embodiments, the
switch aperture can have other suitable shapes. The front side
54 of the faceplate 12 is generally smooth and provides a
visually appealing surface to cover the gang box 16 and
alignment plate 10 and portions of the switch 14. The back
side 56 of the faceplate 12 includes alignment recesses 64
located adjacent the top end 58 and the bottom end 60 of the
faceplate 12. The back side 56 of the faceplate 12 includes
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magnets 66 located adjacent the top end 58 and the bottom
end 60. The magnets 66 couple the faceplate 12 to the align-
ment plate 10 as will be discussed in more detail below.

The alignment plate 10 is used to attach the faceplate 12 to
the electrical switch 14. The illustrated electrical switch 14
includes a bezel 70 and an actuator 72. The actuator 72 is
movable relative to the bezel 70 to turn the switch off and on.
The illustrated bezel 70 is generally rectangular and includes
protrusions 74, which are corners 74 of the bezel 70 in the
illustrated embodiment. Although the illustrated embodi-
ments show the electrical switch 14 that includes the actuator
72 that is movable (i.e., flipped back and forth) relative to the
bezel 70, in other embodiments, the electrical switch can take
other suitable forms. For example, the actuator may be slid-
able relative to the bezel or the switch may not include a
movable actuator, but rather include a touch or motion sensor.

The switch 14 further includes control features or settings
that can be adjusted using buttons 75. The buttons 75 for
adjusting these settings are adjacent the recesses 52 when the
alignment plate 10 is attached to the switch 14 and the
recesses 52 provide access to the buttons 75 for the user to
adjust the switch settings. The control features or switch
settings can include modes, presets, record presets, repro-
gram controls, and the like.

In operation, to attach the cover assembly to the electrical
switch 14, the user first attaches the switch 14 to the gang box
16. The switch 14 is attached to the gang box 16 using fas-
teners 76, which are screws in the illustrated embodiment that
are received in threaded holes 77 of the gang box 16. The
screws 76 can be left slightly loose so the switch 14 is some-
what movable relative to the gang box 16.

Next, the user attaches the alignment plate 10 to the switch
14 using fasteners 78, which are screws in the illustrated
embodiment that are received in threaded holes 79 of the
switch 14. To do this, the user places the alignment plate 10 on
the switch 14 so that one of the corners 74 of the bezel 70 is
received in the first alignment recess 28 of the alignment plate
10 as illustrated in FIG. 3. Indicium 80, which is an arrow that
extends through the plate 10, indicates to the user in what
direction the alignment plate 10 should be attached so that the
projections 50 are located adjacent the top of the switch 14.
Another one ofthe corners 74 of the bezel 70 is received in the
second alignment recess 32 of the plate 10 as illustrated in
FIG. 3. In the illustrated embodiment, the corners 74 of the
bezel 70 directly contact the alignment plate 10. The large
portions 46 of the attachment apertures 42,44 are large
enough so that the screws 76 do not interfere with the attach-
ment of the alignment plate 10 to the switch 14. However, the
small portions 48 of the apertures 42,44 are sized small
enough so that the screws 78 are tightened to capture the
alignment plate 10 between attachment tabs 82 of the switch
14 and the screws 78 to couple the plate 10 to the switch 14.
The screws 78 are tightened so that the alignment plate 10 is
generally not movable relative to the electrical switch 14.
Then, the user can slightly move the switch 14 and the align-
ment plate 10 relative to the gang box 16 to align the switch 14
and the plate 10 relative to a desirable point of reference, such
as a wall, door, true level, or the like. After the switch 14 is
aligned with the point of reference, the screws 76 are tight-
ened so that the switch 14 and alignment plate 10 are fixed
relative to the gang box 16.

Next, the user attaches the faceplate 12 to the switch 14 and
the alignment plate 10. To attach the faceplate 12, the user
inserts the projections 50 of the plate 10 into the two adjacent
alignment recesses 64 of the faceplate 12 (see FIG. 2). The
faceplate 12 includes alignment recesses 64 adjacent the top
end 58 and the bottom end 60 so that the faceplate 12 can be
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attached to the alignment plate 10 in either of two orienta-
tions. With the projections 50 received in one pair of recesses
64, the user pivots the faceplate 12 on the projections 50 and
pivots the bottom end 60 of the faceplate 12 toward the
alignment plate 10. Eventually the magnetic force between
the magnets 66 draws the faceplate 12 to the alignment plate
10 to secure the faceplate 12 to the alignment plate 10. To
remove the faceplate 12, the user pivots the bottom end 60 of
the faceplate 12 away from the alignment plate 10, overcom-
ing the magnetic forces, and then lifts the faceplate 12 from
the projections 50.

As illustrated in FIG. 4, when the faceplate 12 is attached to
the alignment plate 10 no fasteners or control features are
visible. This provides a visually appealing appearance to the
user.

FIGS. 1-4 illustrate a single alignment plate 10 used to
attach the faceplate 12 having a single switch aperture 62 to a
single switch 14 and single gang box 16. FIGS. 5-7 illustrate
how two of the alignment plates 10 can be used to attached a
double faceplate 112 having two switch apertures 162 to a
double gang box 116 that houses two switches 14.

With continued references to FIGS. 5-7, first and second
alignment plates 10A and 10B are the same as the alignment
plate 10 described above with regard to FIGS. 1-4. Also, the
illustrated first and second switches 14A and 14B in FIGS.
5-7 are the same as the switch 14 described above with regard
to FIGS. 1-4. The gang box 116 is similar to the gang box 16
of FIGS. 1-4. However, the gang box 116 is a double gang box
and therefore wider than the gang box 16 so that the double
gang box 116 is used with two switches instead of one. The
double faceplate 112 is similar to the single faceplate 12
described above and like components have been given like
reference numbers plus 100 and the only difference between
the single faceplate 12 and the double faceplate 112 will be
discussed. The double faceplate 112 includes two switch
apertures 162. A pair of alignment recesses 164 are located
adjacent the top end 158 at both switch apertures 162, and a
pair of alignment recesses 164 are located adjacent the bot-
tom end 160 at both switch apertures 162. Likewise a pair of
magnets 166 are located adjacent the top end 158 at both
switch apertures 162, and a pair of magnets 166 are located
adjacent the bottom end 160 at both switch apertures 162.

In operation, to attach the cover assembly to the first and
second switches 14A,14B, the user first attaches the first and
second switches 14A,14B to the gang box 116. The first and
second switches 14A,14B are attached to the gang box 116
using fasteners 76, which are screws in the illustrated embodi-
ment that are received in threaded holes 77 of the gang box
116. The screws 76 are left slightly loose so the first and
second switches 14A,14B are somewhat movable relative to
the gang box 116 and relative to each other.

Next, the user attaches the first alignment plate 10A to the
first switch 14A using fasteners 78, which are screws in the
illustrated embodiment that are received in threaded holes 79
of the first switch 14A. To do this, the user places the first
alignment plate 10A on the first switch 14A so that one of the
corners 74 of the bezel 70 of the first switch 14A is received
in the first alignment recess 28 of the first alignment plate 10A
as illustrated in FIG. 5. Another one of the corners 74 of the
bezel 70 of the first switch 14A is received in the second
alignment recess 32 of the first alignment plate 10A as illus-
trated in FIG. 5. Then, the screws 78 are tightened so that the
first alignment plate 10A is generally not movable relative to
the first switch 14A.

Next, one of the corners 74 of the bezel 70 of the second
switch 14B is inserted in the third alignment recess 34 of the
first alignment plate 10A, and another one of the corners 74 of
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the second switch 14B is received in the fourth alignment
recess 38 of the first alignment plate 10A as illustrated in F1G.
5. With the corners 74 of the second switch 14B received in
the recesses 34 and 38, the user can slightly move the first
alignment plate 10A along with the switches 14A,14B rela-
tive to the gang box 116 to align the switches 14A,14B and the
first alignment plate 10A relative to a desirable point of ref-
erence, such as a wall, door, true level or the like. Meanwhile,
the switches 14A,14B remain properly aligned relative to
each other. More specifically, the switches 14A,14B do not
rotate relative to each other and a horizontal spacing distance
88 between the switches 14A,14B remains fixed.

After the switches 14A,14B are aligned with the point of
reference, the screws 76 are tightened so that the switches
14A,14B and the first alignment plate 10A are fixed relative to
the gang box 116. Accordingly, the first alignment plate 10A
aligns the second switch 14B relative to the first switch 14A
and then together the switches 14A,14B are aligned as a
single component along with the plate 10A relative to the
desired point of reference.

Next, the second alignment plate 10B is attached to the
second switch 14B using the screws 78 as illustrated in FIG.
5 that are received in the threaded holes 79 of the second
switch 14B. The second alignment plate 10B primarily facili-
tates attaching the double faceplate 112 to the switches 14A,
14B and would not be required in all embodiments. For
example, in one embodiment of the double faceplate 112
having two switch apertures 164, the double faceplate 112 can
be configured so that it attaches using only a single alignment
plate 10.

Next, the user attaches the double faceplate 112 to the
switches 14A,14B and to the alignment plates 10A,10B. To
attach the double faceplate 112, the user inserts the projec-
tions 50 of the alignment plates 10A,10B into the alignment
recesses 164 ofthe double faceplate 112 as illustrated in FI1G.
6. Then the user pivots the double faceplate 112 on the pro-
jections 50 and pivots the bottom end 160 of the double
faceplate 112 toward the alignment plates 10A,10B. Eventu-
ally the magnetic force between magnets 166 draws the
double faceplate 112 to the alignment plates 10A,10B to
secure the double faceplate 112 to the alignment plates 10A,
10B. To remove the double faceplate 112, the user pivots the
bottom end 160 of the double faceplate 112 away from the
alignment plates 10A,10B, overcoming the magnetic force,
and then lifts the double faceplate 112 from the projections
50.

As illustrated in FIG. 7, when the double faceplate 112 is
attached to the alignment plates 10A and 10B no fasteners or
control features are visible. This provides a visually appeal-
ing appearance to the user.

The foregoing description described the alignment plates
10 being used with a single gang box 16 (i.e., single switch
14) and a double gang box (i.e., switches 14A and 14B). The
same alignment plates 10 can also be used with a triple, and
more, gang box. In an embodiment for a triple gang box, two
or three of the alignment plates 10 can be used to align the
three switches.

Thus, the invention provides, among other things, a cover
assembly for an electrical switch that includes the alignment
plate 10 that can be used to align two or more switches and
also facilitates access to the control features of each switch.
Various features and advantages of the invention are set forth
in the following claims.

What is claimed is:
1. A cover assembly for a first electrical switch and a
second electrical switch, the cover assembly comprising:
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an alignment plate configured to be removably coupled to

the first electrical switch, the alignment plate including,

afirstalignment feature that receives a first portion of the
first electrical switch to align the alignment plate with
the first electrical switch,

a second alignment feature that receives a first portion of
the second electrical switch to align the alignment
plate with the second electrical switch and to align the
second electrical switch with the first electrical
switch,

a third alignment feature that receives a second portion
of the first electrical switch,

afourth alignment feature that receives a second portion
of the second electrical switch, and

a divider that extends from the first and second align-
ment features to the third and fourth alignment fea-
tures; and

a faceplate that is removably coupled to the alignment

plate.

2. The cover assembly of claim 1, wherein the first align-
ment feature includes a first notch that receives a protrusion of
the first electrical switch and the second alignment feature
includes a second notch that receives a protrusion of the
second electrical switch.

3. The cover assembly of claim 2, wherein the protrusion of
the first electrical switch is a first protrusion, the third align-
ment feature includes a third notch that receives a second
protrusion of the first electrical switch.

4. The cover assembly of claim 2, wherein the first notch
and the second notch are both about 90 degrees.

5. The cover assembly of claim 1, wherein the first align-
ment feature directly contacts the first portion of the first
electrical switch to align the alignment plate with the first
electrical switch and the second alignment feature directly
contacts the first portion of the second electrical switch to
align the alignment plate with the second electrical switch.

6. The cover assembly of claim 1, wherein the first align-
ment feature opens in a first direction and the second align-
ment feature opens in a second direction opposed to the first
direction.

7. The cover assembly of claim 1, further comprising a
fastener that removably couples the alignment plate to the
first electrical switch.

8. The cover assembly of claim 1, wherein the fastener
includes a screw that extends through an aperture of the
alignment plate.

9. The cover assembly of claim 1, wherein the faceplate
directly attaches to the alignment plate.

10. The cover assembly of claim 1, wherein the alignment
plate includes a projection and wherein the faceplate includes
an attachment recess, wherein the projection of the alignment
plate is received in the attachment recess of the faceplate to
pivotally couple the faceplate and the alignment plate.

11. The cover assembly of claim 1, wherein the faceplate
includes a magnet that couples the faceplate and the align-
ment plate.

12. The cover assembly of claim 1, wherein the faceplate
includes a first aperture and a second aperture, and wherein a
portion of the first electrical switch is configured to extend
through the first aperture when the faceplate is coupled to the
alignment plate and a second portion of the second electrical
switch is configured to extend through the second aperture
when the faceplate is coupled to the alignment plate.

13. The cover assembly of claim 12, wherein the first
alignment feature includes a first notch that receives a protru-
sion of the first electrical switch and the second alignment
feature includes a second notch that receives a protrusion of
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the second electrical switch, and wherein the first aperture of
the faceplate receives the protrusion of the first electrical
switch and the second aperture of the faceplate receives the
protrusion of the second electrical switch.
14. The cover assembly of claim 1, wherein the alignment
plate is a single piece.
15. The cover assembly of claim 1, wherein the divider
spaces the first electrical switch a horizontal distance from the
second electrical switch.
16. An electrical switch and cover assembly comprising:
a first electrical switch;
a second electrical switch;
a first alignment plate removably coupled to the first elec-
trical switch, the first alignment plate including,
afirstalignment feature that receives a portion of the first
electrical switch to align the first alignment plate with
the first electrical switch, and

a second alignment feature that receives a first portion of
the second electrical switch to align the first align-
ment plate with the second electrical switch and to
align the second electrical switch with the first elec-
trical switch;

a second alignment plate removably coupled to the second
electrical switch, the second alignment plate including,
a first alignment feature of the second alignment plate

that receives a second portion of the second electrical
switch to align the second alignment plate with the
first alignment plate and the second electrical switch;
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and a faceplate that is removably coupled to the first
and second alignment plates.

17. The electrical switch and cover assembly of claim 16,
wherein the first electrical switch includes a control feature,
and wherein the alignment plate includes a recess that pro-
vides access to the control feature when the alignment plate is
coupled to the first electrical switch.

18. The electrical switch and cover assembly of claim 17,
wherein the first electrical switch includes a bezel and an
actuator movable relative to the bezel to actuate the first
electrical switch, wherein the control feature is adjacent the
bezel.

19. The electrical switch and cover assembly of claim 16,
wherein the first electrical switch includes a protrusion and
the second electrical switch includes a protrusion, wherein
the first alignment feature includes a first notch that receives
the protrusion of the first electrical switch and the second
alignment feature includes a second notch that receives the
protrusion of the second electrical switch.

20. The electrical switch and cover assembly of claim 16,
wherein the first electrical switch includes a bezel and an
actuator movable relative to the bezel to actuate the first
electrical switch, wherein the second electrical switch
includes a bezel and an actuator movable relative to the bezel
to actuate the second electrical switch, and wherein the bezel
of the first electrical switch forms the protrusion of the first
electrical switch and the bezel of the second electrical switch
forms the protrusion of the second electrical switch.
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